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*Requires online registration.

JC72504 / JC72508

Emergency  
options available

• Polycarbonate construction

• Triac dimmable as standard

• Low profile design ideal for use in shallow voids

• IP65 suitable for use in bathrooms (internal use only)

Dimmable, commercial downlight

Skydisc™ PC IP65

Code Description Col temp. Dim. Watt Lumens LpcW

JC72501 Skydisc PC IP65 4000K Yes 7W 650 93

JC72505 Skydisc PC IP65 4700K Yes 7W 650 93

JC72502 Skydisc PC IP65 4000K Yes 13W 1300 100

JC72506 Skydisc PC IP65 4700K Yes 13W 1300 1300

JC72503 Skydisc PC IP65 4000K Yes 17W 1700 100

JC72507 Skydisc PC IP65 4700K Yes 17W 1700 100

JC72504 Skydisc PC IP65 4000K Yes 23W 2100 91

JC72508 Skydisc PC IP65 4700K Yes 23W 2100 91

EM00172 Plug and Play Emergency Pack - - - - -

Classification

 Class 2 
 Class 1 (EM00172) 

IP65  |  240V

LED

4000K  |  CRI: Ra (80) 
4700K  |  CRI: Ra (80)

Finishes

White

Construction

Body: Thermal plastic 
Diffuser: Polycarbonate 
Bezel: Polycarbonate

Installation

Cut out Ø:  
7W - 100-110mm 
13W - 150-160mm 
17W - 200-210mm 
23W - 200-230mm

Dimmable  
as standard

3 year
ext. warranty*
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